
Drip Proof Access Doors

The drip proof type Aluminum access 
covers are designed where dirt and water 
are to be prevented from failing into area 
bellow.
Insulation kit available 3" rigid insulation 
Mounted under checker cover with 1/8" 
protective aluminum cover plate.

Drip Proof Access Doors 

Top and side view Other sizes available on request

Data Sheet

2364 Haines Rd., Unit 20-21 Mississauga, Ontario Canada

IN D U S T R I E S I N C.

Notes:
All Aluminum in contact with concrete shall be Painted with two coats of Static asphalt paint.
All bolts, nuts and washers to be made of stainless steel.
All Aluminum to be 5086-H32 unless noted otherwise.

DRIP PROOF ACCESS DOOR

SIDE VIEW

TOP VIEW

1/4”

3/16” 12”

Reinforced 3” x 1/4”
Alum. Flat Bar Typ.
AR-91.36 only

Hinge Assembly

1/4”          2”-12”

1/4”          2”-12”

3/4” Alum. Handle
and locking device
for padlock.

Checker Cover
Plate 1/4” 

Concrete Anchors
2 per side.

TYP

AR-9136 36” x 36”
AR-9430 30” x 30”
AR-9724 24” x 24”

IR-9136 36” x 36”
IR-9430 30” x 30”
IR-9724 24” x 24”

SIZE
MODEL (OPENING)

INSULATED SIZE
MODEL (OPENING)

300 LBS./S.F.
Load Rated
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